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13670 S.W. 129 Stroot
Mo, Fi. 33786
FAA Repalr Station No. QEGR293Y

JT8D SERIES AIRWORTHINESS DIRECTIVES STATUS

Ww/o: 1176 DATE: 04/15/2008 CUSTOMER: Aviation Technologies
MODEL: JT8D-17 ENG. S/N: 689892 TOTAL TIME: 55 264 TOTAL CYCLES 28,303
- AD. - SERVICE ' ' SUB JECT : " METHOD OF - - NEXT DUE
- NUMBER | BULLETIN ‘ : ' COMPLIANCE COMPLIANCE _
70-02-02 Applles to all JT8D Senes Replace certaln 6th Stage Compressor Rotor N/A TO INSTALLED
Eff. 04-15-70 Disks by S/N listed in A.D. P/N 745708 N/A
S/N BBDUARG059
70-11-03 | SB 2460 R4 |Applies to all JT8D Series. Replace 6th Stage Compressor Rotor Disk P/N 586906. N/A TO INSTALLED
Eff. 06-12-70 P/N 745706 N/A
S/N BBDUARG059
70-25-08 ]|ASB 2817 R1|Applies to all JT8D Series. Replace 7th Stage Compressor Rotor Disk P/N 500507. N/A TO INSTALLED
Eff. 12-15-70 P/M 5006007-922 N/A
S/N BENCAM5777
70-26-05 |ASB 3580 R2|Applies to all JT8D Series. Visual insp. and/or replacement of C-1 blades N/A TO INSTALLED P/N
Eff. 12-29-70 P/N 487801, 511901 change letter L or earlier, 594601 & 616601 change 845601 N/A
letter B or earlier. Inspect for tool marks on both sides of the blade root area.
71-07-01 |ASB 2944 R13Applies to JT8D-1/1A/-7/7A using C-1 hub P/N 504101 & 515201.
Eff. 09-07-71 ASB 2944 R12 lists the engine and hub serial numbers affected by this A.D. N/A TO ENGINE MODEL -17 N/A
71-25-07 | SB 3536R2 [Applies to JT8D-1/1A/-7/-TA/-9/-11 incorporating Fuel nozzle & support Assy.
Eff. 12-14-71 P/N 480735, 493332, 501725 & 523476. Comply with Service Builetin No. 5336. N/A TO ENGINE MODEL -17 N/A
75-01-01 | SB 2452 R13|Applies to JT8D-1/-1A/-7/-7A. Remove from service thin wall LPTS not
Eff. 09-17-75] ASB 4357 R3Jincorporating SB 2452 R13. Inspect thin wall LPTS which incorp. SB 2452 R13. N/A TO ENGINE MODEL -17 N/A
Insp. all plated # 2 hub splines IAW ASB4357R3. Insp. nonplated titanium # 2 hub splines
75-05-06 |ASB 4389 R11Applies to all JT8D series incorporating fuel manifold with "B" nuts P/N N/A TO INSTALLED P/N
Eff. 02-24-77 629141, 629148, 629154, 699155, 735780 & 735781 which have not been 762623, 762625, 762624 & N/A
retorqued in service; retorque fuel manifold "B” nut per ASB 4389 Rev. 11 762622
76-12-06 |ASB 4577 R2]|Applies to JT8D-9/-11/-15/-17 containing C-2 blades pin rivet P/N 520456, N/A TO INSTALLED P/N 1AW
Eff. Upon rivet P/N 520457 and bushing P/N 520448. Inspect pin rivet for loose head or missing LAB AD STATUS DATED N/A
Receipt bushing per ASB 4577 R2. Replace pin, rivet & bushing with P/N 758242, 760187. 7131/2005
76-20-02 | SB 2406 R9 |Applies to JT8D-1/-1A/-1B/-7AJ-7B. Inspect blades strap for wear; install C-2
Eff. 10-10-76 blade bumper P/N 642409 or P/N 805779 per SB 2406 R9 and SB 5971. N/A TO ENGINE MODEL -17 N/A
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JT78D SERIES AIRWORTHINESS DIRECTIVES STATUS

remove this brg. from servnce prior to 3/31/78,; affected brg. shipped in

W/0: 1176 DATE: 04/15/2008 CUSTOMER: Aviation Technologies

MODEL: JT8D-17 ENG. S/N: 689892 TOTAL TIME 55 264 TOTAL CYCLES 28,303

. “AD. | SERVICE B i SUBJECT o : ‘METHOD OF ~NEXTDUE. - -
NUMBER | BULLETIN Rt o L ' i COMPLIANCE COMPLIANCE,:',
76-24-01 Applles to JT 80-1/-1AI-1 BI-7/-TAJ-7B/-9/-9A/-11 contalmng C-8 dISk P/N

Eff. 06-22-77 496908. After 12/31/77 P/N 496908 disk retirement life is 6,000 cycles since new. N/A TO ENGINE MODEL -17 N/A
77-03-06 |ASB 4661 R2jApplies to JT8D-1/-1A/-1B/-7/-7A/-7B. For C-1 hub P/N 504101 with 6,000 :

Eff. 02-25-77 or more CIS inspect by visual or eddy current /A/W ASB4661R2. N/A TO ENGINE MODEL -17 N/A
77-07-11 Applies to JT8D-9 & -9A with the serial numbers listed in A.D. inspect and

Eff. 04-15-77 replace 4th, Stage turbine vanes not FAA approved for that engine model. N/A TO ENGINE MODEL -17 N/A
77-16-12 |ASB 4639 R2|Applies to JT8D-1/-1A/-1B/-7/-7AJ-7B/-9/-9A/-11/-15/-17 engine containing

Eff. 08-31-77 # 4.5 brg. P/N 707007 with S/N 800 through 999 and S/N 100A through 214A,; N/A TO INSTALLED PIN

735014 S/N 4347 N/A

78-17-02 R3| A

N/A TO INSTALLED HUB P/N

N/A

blade in the dlsk install by 6/30/80 rivet P/N 759351 IIA/W SB4592 Rev. 3.

Eff. 03-30-84 C-1 hub P/N 594301, 791 801 640601, 743301 750101 & 749801 except those excluded | gaa101 S/N BEDUALESTA
by S/N ASB 4841 Rev. 6; inspect hub for cracks in blades slots per ASB 4841 Rev. 6.
78-23-12 | SB 459 R3 |Applies to JT8D-1/-1A/-1B/-7/-7A/-7B/-9/-9A not incorporating T-3 blades
Eff. 12-20-78 retention rivets P/N 759351 or 618749. Inspect for proper position of T-3 N/A TO ENGINE MODEL -17 N/A

80-15-51
Eff. 08-21-80

ASB 5154 R3

Applies to JT8D-1/-1A/-1B/-5/-7/-7Al-TB/-9/-9A/-11/-15/-17/-17R/-209/-209A.

Inspect 8 stg. Comp. Hub P/N 690908, 701308, 717608 & 738308 which
b ack l/A/W ASB 5154 Rev 3

N/A TO INSTALLED P/N
787208-001 S/N BENCAN1757

[
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1IG70 S.wW.
Miami, FL 33186
FAA Repalr Station No. QGGR293Y

729 Stroet

JT8D SERIES AIRWORTHINESS DIRECTIVES STATUS

85-19-51 R1

W/o: 1176 DATE: 04/15/2008 CUSTOMER: Aviation Technologies
MODEL: JT8D-17 ENG. S/N: 689892 TOTAL TIME: 55,264 TOTAL CYCLES: 28,303
TAD. | SERVICE | . .. ' ~ ‘ T~ METHOD OF ~ NEXTDUE
NUMBER _BULLETIN- COMPLIANCE _COMPLIANCE

ASB 5541 R2|Applies to JT8D-15/-17/-17R inspect T-2 disk P/N 676802,770602, 780502, N/A TO INSTALLED P/N
Eff. 12-26-85| SB 5510 R4 |786802 & 787302 details & P/N 676822, 769722, 769832, 786822 & 787232 B03122 SIN BLOLBJ4251 N/A
Assy; per ASB 5541 Rev. 2 & SB5510 Rev. 4.
86-02-52 R1ASB 5639 R1(Inspection of combustion chamber installed in specific engines reworked
Eff. 04-14-86 by Aerothrust Corporation. N/A TO ENGINE S/N 689892 N/A
86-08-04 R1|ASB 5649 R3[Applies to JT8D-1/-1A/-1B/-71-7Al-7B/-9/-9A/-11/-15/-15A/-1T/-1TAI-1TRI-17AR
Eff. 11-04-86 Replace all stages of HPC removable sleeve spacers l/A/W ASB 5649 R3. NIATO 'TJS?EESPACERS N/A
86-09-02 R2|ASB 5639 R1(Applies to JT8D-1/-1AJ-1B/-7/-TAl-7B/-9/-9A/-11{-15/-15A/-17/-17AI-17R/-17AR ECM: TT=63,764
Eff. 11-17-95 Inspect & repair as necessary any P/N combustion chamber, except gg)&g;:; S&S;‘h?;s‘g':g '2':2' TC=34,303
P/N 5001958-02 & 5001959-02 I/A/W SB 5639 Rev. 10. O/M CAT 2A CHAMBERS NON ECM: TT=61,764
INSTALLED TC=33,303

87-14-01 R1
Eff, 12-11-89

89-24-02

ASB 5729 R2

?46402 & all others as per instructions ir)“ASB 5729 R2 (Or Assy P/N 645732, 759922)

Applies to JT8D-1/-1A/-1B/-7/-7AJ-7B/-9/-9A/-11/-15/-17. Perform water immersion
ultrasonic & FPI inspection of C-2 blades P/N 433802, 645902, 759902, 695932, 678102,

N/A TO INSTALLED P/N IAW
LAB AD STATUS DATED
7/31/2005

N/A

ASB 5822 R1 Applies to JT8D-7/-7AJ-7B. Perform visual in?pection_fér the prese'r-xoe and N . .
Eff. 11-13-89] protrusion of U.A.L. spacer. A TO ENGINE MODEL -17 NIA
89-25-11 ASB 5841 |Applies to JT8D-9/-9A/-11/-15/-15A/-17/-17AJ-1TR/-17AR. Replace C-1 blade retaining N/A TO INSTALLED P/N N/A
Eff. 01-15-90 plates P/N 520451,616645,369616,760297,793935 or 802710 with P/N 803996 or 808145 808145 S/N A341
91-24-14 Applies to all JTSD'series. Inspect for unapp(oved #4112 brg. Intermgdlate ORIGINAL PWA PART.
Eff. 01-21-92 spacers. Determine if spacer P/N 525961 was installed as a P&W part in N/A

VERIFIED AT HIS SHOP VISIT

new or overhauled condition. Perform visual & hardness inspection per engine manual.
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